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COATING PROPERTIES

PRODUCT:  MCX & MCXLH CermaKrome (Metallic ceramic coating)
COLOR:  White to light gray when cured / silver to a Chrome like finish when burnished (required0
APPLIED FILM THICKNESS:  .0008" to .0015"
HRC (Equivalent Rockwell C Scale):  N/A
ADHESION (Tape Test ASTM D 3330):  5B (Excellent)
PENCIL HARDNESS TEST:  6
IMPACT TEST (ASTM D 2794   2 lb. Weight):  Tested O.K. at 48"
FLEXIBILITY/ BENDING ADHESION:  90 degree passed, 180 degree, stretch marks but no delamination
THERMAL TEMPERATURE RESISTANCE:  1300 f substrate temperatures; 2000f. maximum environmental
SALT SPRAY RESISTANCE:  6500 hrs ASTM B 117
CORROSION TEST DATA:  Excellent
PHYSICAL PERFORMANCE (Wear & Load):  N/A
ACCEPTABLE SUBSTRATES FOR APPLICATION:  All metals except Magnesium
ELECTRICAL PROPERTIES:  The surface is conductive
CHEMICAL RESISTANCE:  Solvent - Excellent / Acid - poor / Alkaline - poor / Fluids - Excellent / Fuels - Excellent
VISCOSITY (#2 EZ Zahn Cup): 20 seconds (average of 3 readings)
Cermakrome has been qualified to Ford Specification WSA-M2P170-A3

IMPORTANT: The technical information herein is believed to be accurate. It is offered for your consideration, investigation and verification. Buyer assumes all risk of use, storage and handling of this product. NO WARRANTY EXPRESS OR IMPLIED, IS MADE INCLUDING, BUT NOT LIMITED TO, IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE WHICH ARE SPECIFICALLY EXCLUDED.

READ THE MATERIAL SAFETY DATA SHEET BEFORE USE.
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