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PRODUCT DATA SHEET: P2O/L20
CHEMICAL NAME / SYNONYMS:

     None
PRODUCT DESCRIPTION:

     Powdr2O™ is a new technology that combines the advantages of Powder Coating with the ease of application found with liquid coatings. By combining proprietary suspension techniques, Tech Line has been able to suspend Powder Coating pigments in a zero VOC water based carrier.
ALL the performance advantages of Powder are available. Any color or special effect may be suspended. In addition additional special effect pigments and ingredients may be suspended providing a wider range of effects than are available with traditional Powder Coatings. 

In certain cases substrates that cannot handle typical Powder Coating cure temperatures may now be coated. By using a lower melt temperature, but not the higher cross link temperature, a variety of surfaces may be coated. After the melt phase is complete, a top coat of CilGen™ LTC may be applied and allowed to air cure. CilGen™ LTC seals and protects the base color. Now you can coat low temp plastics, fiberglass and even wood.
RECOMMENDED USES: 
     Powdr2O™ can be used on any surface that can handle the cure temperature or top coated with CilGen™ LTC where the standard cure temperature is likely to be damaging to the substrate. Unlimited uses in the Automotive, Commercial, Industrial and Marine markets. The Plastics Industry and  Woodworking will be  new markets allowing the beauty and durable of Powder Coatings to be applied to these substrates, when top coated with CilGen™ LTC. Powdr2O™ May also be used to spot repair damaged areas with out stripping or recoating the entire part.
     Powdr2O™  can be modified from its standard formulation to meet FDA requirements for food contact surfaces. 
TEMPERATURE RESISTANCE: (non-immersion)

500F maximum for most formulations. Those based on Silicone Powders will handle temps to +900F.
FLEXIBILITY: Very Good         WEATHERING: Very Good
ABRASION RESISTANCE: Very Good
SUBSTRATES: May be applied to both ferrous and non-ferrous metals as well as plastics and wood.

TOPCOAT REQUIRED: None Required. Certain Specialty applications will require CilGen LTC.
SPECIAL TREATMENT: None
COMPATIBILITY WITH OTHER COATINGS: 
May be applied over a variety of standard Tech Line products for special effect applications and added heat resistance. Call our Customer Service Dept for details.

                            SPECIFICATION DATA

THEORETICAL SOLIDS CONTENT OF MIXED MATERIAL: @ 40 to 45% depending on color, by WT.

RECOMMENDED DRY FILM THICKNESS PER COAT: .0035” to .0055” (Varies depending on Powder or Special Effect Material used)
THEORETICAL COVERAGE: @150 Sq. Ft. Gallon (Varies depending on Powder or Special Effect Material used)
BURNISHING: None required.
SHELF LIFE: 1 year plus.

COLOURS: various
GLOSS: Varies depending on color or special effect desired 
 ODERING INFORMATION

Prices may be obtained from Tech Line Coatings, Inc. sales representative or main office.

FLASH POINT: N/A Water Based
SURFACE PREPARATION: All parts must be absolutely free of all oils, grease, moisture, dust, scale or corrosion. 

METALS: For most metal substrates, sandblast with 100 to 120 grit aluminum oxide or similar. Softer metals, such as aluminum, use 100-120 grit aluminum oxide or similar at 35-40 PSI using a suction type blaster. 
Powdr2O™ Will adhere to many smooth substrates without blasting.

*NOTE: Phosphating may be preformed in lieu of sandblasting or in conjunction with the above mechanical etch.

FINAL CLEAN: Before spraying the part must be thoroughly cleaned using air blast, hot water rinse, solvent base rinse, DO NOT USE petroleum based solvents, or any other method that provides a clean dry surface.

MIXING: Stir and shake well. Disperse all solids that may have settled to the bottom of the container.
PRIMER: No primer needed.

APPLICATION TEMPERATURES:


Material
Surfaces
Ambient
Humidity

Normal
18-30ºC
18-30ºC
16-32ºC
35-85%

Minimum
13ºC
13ºC
10ºC
30%

Maximum
35ºC
38ºC
38ºC
95%


SPRAY: Apply coating in light fog passes (approximately 10% overlap) to achieve a thickness of .0005” to .001”. Use sufficient air volume for correct operation of equipment. (Minimum 30 PSI to a maximum of 40 PSI) Minimum part temperature should be 55f, if below warm up part. Spray at a right angle to part with a 1mm or smaller nozzle size. Spray all irregular surfaces and edges first, making an extra pass later. Check part for complete coverage. Part should be a gray/black color. Applying various thickness will provide a “fade” effect.
GUN & Mfr.: Any conventional unit. Recommended gravity feed type touch-up gun. (Important that nozzle size be 1mm or less)

DRYING TIME: Allow coating to air dry for at least 10 minutes at ambient. For multiple coats flash at 100f. 
FINAL CURE:  Varies, consult label.
***Note: If final cure is attained and recoat is necessary, special surface preparation may be required.

VENTILATION AND SAFETY: When used in enclosed areas, thorough air circulation must be provided during and after application until the coating is cured. The ventilating system should be capable of preventing fine particulate matter from exceeding TLV limits. In addition to proper ventilation, fresh air respirators or fresh air hoods must be used by all application personnel. Where flammable solvents exist, explosion proof lighting equipment must be used. Hypersensitive persons should wear protective clothing, gloves and/or protective cream on face, hands and all exposed areas.

CLEAN UP: Water
STORAGE CONDITIONS: (Store indoors) 

Temperature:    10-20ºC              Humidity: 0-100%

DO NOT store above 80F.
THIS INFORMATION IS FURNISHED WITHOUT WARRANTY, REPRESENTATION, INDUCEMENT OR LICENSE OF ANY KIND, EXCEPT THAT IT IS ACCURATE TO THE BEST OF TECH LINE COATINGS, INC., KNOWLEDGE OR OBTAINED FROM SOURCES BELIEVED BY TECH LINE COATINGS, INC. TO BE ACCURATE, AND TECH LINE COATINGS, INC., DOES NOT ASSUME ANY LEGAL RESPONSIBILITY FOR USE OR RELIANCE UPON SAME. BEFORE USING ANY CHEMICAL, READ ITS LABEL, INSTRUCTIONS AND MATERIAL SAFETY DATA SHEET.

Note: N/E = Not Established

          N/A = Not Applicable










[image: image1.wmf]_1060170968.wmf

