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COATING PROPERTIES

PRODUCT:  PolyPhen
COLOR:  Amber/Brown
APPLIED FILM THICKNESS:  .0005" to .003"
HRC (Equivalent Rockwell C Scale):  N/A
ADHESION (Tape Test ASTM D 3330):  5B (Excellent)
PENCIL HARDNESS TEST:  8 + (Excellent)
IMPACT TEST (ASTM D 2794   2 lb. Weight):  Tested at 48" - (circular stretch marks evident but no delamination or cracking was visible)
FLEXIBILITY/ BENDING ADHESION:  90 degree single - no delamination
THERMAL TEMPERATURE RESISTANCE: In excess of 1000F for short duration (2000F environmental), 900F maximum substrate temperature. Not recommended for direct flame applications.
SALT SPRAY RESISTANCE:  N/A
CORROSION TEST DATA:  N/A (Initial testing shows very good corrosion resistance)
PHYSICAL PERFORMANCE (Wear & Load):  N/A
ACCEPTABLE SUBSTRATES FOR APPLICATION:  Ferrous and non ferrous
ELECTRICAL PROPERTIES:  Non conductive 
CHEMICAL RESISTANCE:  Resistant to solvents, acids and most chemicals. (Aviation gasoline, Hydraulic fluid, Jet fuel, Trichlorethane, Nitric acid 10%, Hydrochloric acid 10%, Hydrogen peroxide 3%, Sulpheric acid 30%, Alkaline cleaner highly chelated)
Note: N/A indicates not tested

IMPORTANT: The technical information herein is believed to be accurate. It is offered for your consideration, investigation and verification. Buyer assumes all risk of use, storage and handling of this product. NO WARRANTY EXPRESS OR IMPLIED, IS MADE INCLUDING, BUT NOT LIMITED TO, IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE WHICH ARE SPECIFICALLY EXCLUDED.

READ THE MATERIAL SAFETY DATA SHEET BEFORE USE.
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